"“Juch Asphalt Pty.Ltd. Coedmore {~

Premix Results Summary Sheet

Mix Type: Type D - 13.2 mm Wearing Coarse Client: LEICESTER ROAD MOBENI May-09
Contract : NATIANAL ASPHALT MUCH
Sample Number 2500 2607 2602 2602 2611 | 2612 2613
Sample Location WORKING Truck SRT Truck Truck S.R.T Truck Truck Truck Truck Truck
|Date Testad SPEC MEAN 2552009 | 25/5/200%8 | 25/5/200% | 25/5/2009 | 26/5/20019 | 26/5/2009 | 26/5/2009
|Contract nafional | nafional | nalionl nabional | naliona | nafiona | nationalk
Load No = S ] 5 a 12 2 5 7
Binder Content { o) 47/53 52 5.2 5.1 5.2 50 53 5.4 5.1
Gradation Analysis
37.5mm
5 26.5mm
i — 19omm | 1007100 100 100 100 100 100 100 100 100
E 13.2mm 84 /100 9B a9 a6 o8 a8 a8 a9 93
v 9.5mm 70792 a2 55 a2 &0 81 &4 82 80
E &.Fmm g TE = [ 7 75 75
4.75mm: 50770 63 151 64 63 &1 [E] 61 63
5 2.36mm 37155 43 46 43 42 41 24 42 42
[ 1.18mm 26141 29 31 29 29 27 30 29 28
E B10mm. 16/28 19 20 19 19 8 21 19 19
E 300mm. 12120 13 13 i3 13 12 15 14 13
] A50mm B115 9 B a 8 8 10 ) )
DOTEmm 4110 6.1 5.2 6.2 5.6 5.3 .4 6.3 6.4
|Filter Bilumen Ratio 10715 14 1.0 1. A5 11 1.4 1.2 1.2
|Bulk Refative Density 2.316 2.314 2.325 2.320 2.309 2.358 2.367 2.333
|Max. Thearetical {Rice's) 2489 2492 2.485 2.490 2.490 2472 2487 2488
% Yolds in Mix 30760 7.0 7.1 6.4 6.8 7.3 4.6 4.8 5.2
% Yoids in Aggregate =14 174 17.3 16.8 17.0 17.2 15.8 16.4 16.5 o
% Voids Filled with Bitumen | 65/ 75 % 59.4 58.6 61.6 599 579 708 60.3 622
Binder Absoption % Max 0.5% 0.64 0.75 0.57 0.73 060 0.48 Q.77 0.53
Film Thickness (pm) 55/80um| 82 8.2 8.0 &2 8.4 7.4 7.2 T
Surface Area (kg/m’) 56 5.8 59 56 54 6.7 6.5 6.0
Stability 10 /16 4.2 14.2 14.4 14.1 142 14.1 13.9 14.4
Flow 213 31 31 3.2 31 3.0 a1 3.0 3.0
Stability\Flow Ratio 3il6 4.6 4.6 4.5 4.5 4.7 4.5 4.6 4.8
ms . = 1000 1248 1250 1230 1260 1265 1162 1162 1148
Effective Density 2.696 2.704 2.691 2.702 2893 2,684 2.707 2895
Remarks :
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